
 

 

 Fire/Flood Damage Restoration 

 Carpet Cleaning/Deodorizing 

 Contents Restoration 

 Real Estate/Foreclosures 

 Crime Scene/Bioremediation 

 Locker Rooms 

This system provides a safe, effective alternative to 
ozone. It is not recommended for use with ozone 
generating equipment. 

Use Xactimate codes: CLN DODRM, 

CLN DODRME, & CLN DODRMEM 

Airflow apertures Adjustment tabs/

vertical stand 

SUGGESTED APPLICATIONS 

Cartridges available in  

3X Industrial & S.O.S.  

(Smoke Odor Solution) 

Permanent rotating aluminum end caps 

for control of dry vapor output 

TECHNICAL DATA 

Heavy-Duty Standalone™ Deodorizer Cartridge 

The Superior Alternative to Ozone Generators 

Proudly made in the USA 

Sealed membranes containing  

natural essential oils stored inside a 

compact, durable cartridge—rated for 

270 hours of use 

Optional stabilizer available  

with both long & short arms  

(sold separately) 

Use with a high volume air 

mover to dry & deodorize 

carpets/flood areas in one  

easy step 



 

 

Pioneering Simple Solutions for Tough Odors Naturally Since 1979 

The Heavy-Duty Standalone Cartridge™ 
Two-Steps-in-One Odor Control 

PURPOSE 

The Heavy-Duty Standalone Cartridge should be placed on the suction or pressure side of any air handling system. For maximum 

output, the unit should be laid on its long side, and the two rotating end caps opened fully to allow maximum air flow through the 

cartridge. As an option, a stabilizer is available with both long and short arms. Anchor stabilizer arms to the fan grill to help keep the 

cartridge in the desired position for optimum air direction through the cartridge. The unit may be placed in front of a high volume air 

dryer to provide fast and efficient odor control after carpet cleaning or flood cleanup. Deodorization may require as little as 15-60 

minutes for light contamination. For more severe contamination,  treatment may take several hours or days.  If necessary, move the 

cartridge to different areas. For best results, store cartridges in a cool, dry location and keep away from extreme heat. Dry vapor  

output will be affected by humidity, airflow, and temperature. Ideal dry vapor release occurs at 50-80°F. Vapor release significantly 

increases in excess of 90°F.  

PLACEMENT 

The Heavy-Duty Standalone Cartridge provides immediate and powerful odor control in areas where most systems cannot. The dry 

vapor deodorizer quickly permeates all porous surfaces it contacts. Odor-contaminated surfaces can be reclaimed using the Vaportek 

odor control system to eliminate imbedded odors. It requires no noisy fogging apparatus or evacuation of treatment areas, as with 

ozone machines, and it does not require electricity. The cartridge is available in the 3X Industrial formulation for all types of organic 

odors, and in the S.O.S. (Smoke Odor Solution) formula, designed specifically for treating all types of smoke odors. Not designed 

for continuous, long-term operation. Cartridge life is approximately 270 hours. The system does not create moisture or ozone, and 

will not harm fabric, plants, rubber, adhesives, electrical components, or remove pigment from leather. Vaportek products use  

natural essential oils. If an allergic reaction occurs, please discontinue use immediately. Dimensions: 5.75"H x 3.75"D. Weight: 1 lb.  

DETAILS 

Rev. 3/18 

Reorder Information: 
 

S.O.S./Smoke Odor Solution cartridge (#90-2200-85) 

3X Industrial cartridge (#90-2200)  

Stabilizer with anchor arms (#90-2201) 

V Works Fast  

Odor neutralizer is immediate  
& permanent. 

V Easy-to-Use  

Just rotate end caps. 

V Caution 

Finished surfaces may be damaged by 
direct contact with oils. 

V Safe & Environmentally Preferable  

No chemicals or harmful ozone. 

NOTE: Because we are committed to improving our  products, Vapor tek 

reserves the right to change product specifications and/or availability without 

notice or obligation. 

Cartridge for Drying & Deodorizing  

The Heavy-Duty Standalone Cartridge is designed as a passive odor controller for use in HVAC systems and with high-velocity air 

dryers and air scrubbers — or wherever air can flow through the cartridge from end to end. It treats areas up to 20,000 ft3 to 

effectively eliminate odor contamination quickly and safely. Primarily intended for delivering a fast, high-intensity treatment, it uses 

Vaportek's patented spill-proof essential oil membranes to release a nontoxic, odor-neutralizing dry vapor into the air. Penetrating 

vapor quickly controls and eliminates malodor caused by smoke, humidity, food, and biological organic odors. Based on proven 

technology originally developed for use in medical facilities, the Heavy-Duty Standalone sets the standard for treating an area’s 

atmosphere, structure, and contents simultaneously.  

“It was such a simple & cost effective  

solution to the malodor and vandalism 

problem . . . The assistant athletic director 

loved the locker room result & asked for 

help in solving additional problems.”  

—Allston Supply “These cartridges are very effective & easy 

to use. In fact, all the companies we serve 

that previously used foggers for odor  

removal have switched to the Heavy-Duty 

Standalone cartridge.” 

—Crown Cleaning Supply 

P: 800.237.6367 | F: 262.246.5065  

www.vaportek.com  

www.facebook.com/vaportek 

www.linkedin.com/vaportek 

Sussex, WI  USA 


